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芯 洲 科 技  
Silicon Content Technology 

 

Wide Vin 50V Non-synchronous Boost/Flyback/SEPIC Controller  

FEATURES 
 Wide Input Voltage Range: 3.1V-50V 

 Low Shutdown Current 3.9uA 

 Low Quiescent Operating Current: 415uA 

 +/- 1.5% Feedback Reference Voltage 

 Adjustable Switching Frequency: 100KHz to 
2.2MHz 

 External Frequency Synchronic 

 External Compensation 

 Pulse Skipping Mode 

 Supports additional Slope Compensation 

 14ms Internal Soft-start Time 

 Integrated Protection Feature 

- Constant Peak-Current Protection Threshold 
Over Input Voltage  

- Output Overvoltage Protection 
- Adjustable Under-voltage Lockout 
- Thermal Shutdown Protection:165°C 

 MSOP-10L(3mm*3mm)  

APPLICATIONS 
 Multi-output Flyback  

 LED Bias Supply 

 Portable Speaker Supply 

 Battery Powered Boost/Flyback/SEPIC application 

DESCRIPTION 

The SCT81624 device is a wide input, non-
synchronous boost controller. The device can be used 
in Boost, SEPIC and Flyback converters.  

The switching frequency of the SCT81624 device can 
be adjusted to any value between 100kHz and 2.2MHz 
by using a single external resistor or by synchronizing 
it to an external clock. Current mode control provides 
superior bandwidth and transient response in addition 
to cycle-by-cycle current limiting. Current limit is 
adjustable through an external resistor.  

The SCT81624 device has built-in protection features 
such as thermal shutdown, over-current protection and 
overvoltage protection. Power-saving shutdown mode 
reduces the total supply current to 3.9 µA. Integrated 
current slope compensation simplifies the design and, 
if needed for specific applications, can be increased 
using a single resistor.  

The device is available in a MSOP-10L(3mm*3mm) 
Package. 
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REVISION HISTORY 
NOTE: Page numbers for previous revisions may differ from page numbers in the current version 

Revision 1.0: Released to Market 

Revision 1.1: 
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PIN FUNCTIONS (continued) 

NAME NO. DESCRIPTION 

DR 8 
N-channel MOSFET gate drive output. Connect directly to the gate of the N-
channel MOSFET through a short, low inductance path. 

VCC 9 
Output of the internal VCC regulator and supply voltage input of the MOSFET 
driver. Connect a ceramic bypass capacitor from this pin to PGND. 

VIN 10 Power supply input pin. 

 

RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3.1 50 V 

TJ Operating junction temperature -40 125 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 

VESD 
Human Body Model(HBM), per AEC-Q100-002 -2 +2 kV 

Charged Device Model(CDM), per AEC-Q100-011 -1 +1 kV 

THERMAL INFORMATION 

PARAMETER THERMAL METRIC MSOP-10 UNIT 

RθJA Junction to ambient thermal r3.88 sistance(1) 142.3 

°C/W RθJC

A E CA E CAEC( 1 )θ J C
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ELECTRICAL CHARACTERISTICS (continued) 
VIN=12V, TJ=-40°C~125°C, typical values are tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Soft start 

TSS Soft-start Time   14  ms 

Switching Frequency 

FSW Switching frequency RFA/SYNC/SD=47.5kΩ 345 400 455 kHz 

VSYN_HI 
Threshold for Synchronization on 
FA/SYNC/SD pin 

Synchronization voltage 
rising 

 1.27 1.45 V 

VSYN_LO  
Synchronization voltage 
falling 

0.58 0.68  V 

DMAX Maximum Duty Cycle RFA/SYNC/SD=47.5kΩ 85 91  % 

tON_MIN Minimum on-time Fsw=400kHz  250   ns 

VSD_HI 
Shutdown signal threshold on 
FA/SYNC/SD pin 

Shutdown voltage rising  1.27 1.45 V 

VSD_LO  Shutdown voltage falling 0.57 0.68  V 

ISD_LKG FA/SYNC/SD pin Leakage VSD=5V   1 uA 

Protection 

VOVTH
(3) FB overvoltage threshold 

FB rising 25 85 135 mV 

Hysteresis 30 80 130 mV 

TSD
(1) 

Thermal shutdown threshold TJ rising  165  °C 

Hysteresis   25  °C 

 
(1) Guaranteed by design and bench, not tested in production. 
(2) Guaranteed by design, not tested in production. 
(3) The overvoltage protection is specified with respect to the feedback voltage. This is because the overvoltage protection tracks 
the feedback voltage. The overvoltage threshold can be calculated by adding the feedback voltage (VFB) to the overvoltage 
protection specification.   
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TYPICAL CHARACTERISTICS 

Figure 1. ISD vs. Input Voltage 

 

 
Figure 2. IQ vs. Input Voltage 

Figure 3. Switching Frequency vs. RT 

 

Figure 4. Switching Frequency vs. Temperature 

Figure 5. Efficiency vs Load Current, Boost, VOUT=12V Figure 6. Efficiency vs Load Current, Sepic, VOUT=12V 
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TYPICAL CHARACTERISTICS 

 

Figure 7. VSENSN vs. Input Voltage 

 

Figure 8. DR Volage vs. Input Voltage 

 

Figure 9. COMP Current vs. Temperature 
 

Figure 10. DR Resistance vs. Temperature 

 

Figure 11. Shutdown Threshold Hysteresis vs. Temperature 
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FUNCTIONAL BLOCK DIAGRAM 
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Figure 12. Functional Block Diagram 
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OPERATION 

Overview 

The SCT81624 device is a wide input range, non-synchronous boost controller that uses peak-current-mode control. 
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The current mode control scheme samples the inductor current, IL, and compares the sampled signal, Vsamp, to a 
internally generated control signal, Vc. The current sense resistor, RSEN, as shown in Figure13 converts the sampled 

inductor current, IL, to the voltage signal, Vsamp, that is proportional to IL such that： 

*samp L SENV I R
 

(1) 

Figure13 illustrate the theory why Sub-Harmonic Oscillation happen. The rising and falling slopes, M1 and -M2 
respectively, of Vsamp are also proportional to the inductor current rising and falling slopes, Mon and -Moff 
respectively. Where Mon is the inductor slope during the switch on-time and -Moff is the inductor slope during the 

switch off-time and are related to M1 and -M2 by： 

1 *on SENM M R
 

(2) 

 
(3) 

For the boost topology: 

1 * * /on SEN SENM M R Vin R L 
 

(4) 

 
(5) 

In Figure13, a small increase in the load current causes the sampled signal to increase by ΔVsamp0. The effect of 
this load change, ΔVsamp1, at the end of the first switching cycle is 

2
1 0

1

( )*c
samp samp

c

M M
V V

M M


   


 

(6) 

So, When No compensation ramp signal is added, which Mc is zero, then: 

2
1 0 0

1

( )* ( )*
1

samp samp samp

M D
V V V

M D
      


 

(7) 

When D > 0.5, ΔVsamp1 will be greater than ΔVsamp0. In other words, the disturbance is 
divergent. So a very small perturbation in the load will cause the disturbance to increase.  

After a compensation ramp is added to the control signal. To ensure that the perturbed signal converges we must 
maintain: 

2

1

( )c

c

M M

M M





<1 

(8) 

The compensation ramp has been added internally in the SCT81624. The slope of this compensation ramp has 
been selected to satisfy most applications, and its value depends on the switching frequency. This slope can be 
calculated using the formula: 

*c SL sM V F
 

(9) 

VSL is the amplitude of the internal compensation ramp and FS is the controller's switching 
frequency.  

For more flexibility, slope compensation can be increased by adding one external resistor, RSL, in the ISEN's path. 
Figure14 shows the setup. The externally generated slope compensation is then added to the internal slope 
compensation of the SCT81624. When using external slope compensation, the formula for Mc becomes: 

( * )*c SL SL sM V K R F   (10) 
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A typical value for factor K is 40 µA.  
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Figure14.  External RSL to increase slope compensation 

Adjustable Peak Current Limit 
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Enable and Under Voltage Lockout Threshold 

The external UVLO resistor divider must be designed so that the voltage at the UVLO pin is greater than 1.42 V 
typical) when the input voltage is in the desired operating range. The values of R1 and R2 can be calculated as 
shown in Equation 14 and Equation 15. 

( ) ( )
R1

IN ON IN OFF

UVLO

V V

I


  

 

 

(14) 

 

where 
 VIN(ON) is the desired start-up voltage of the converter 
 VIN(OFF) is the desired turnoff voltage of the converter. 

( )

R2 R1* UVLOEN

IN ON UVLOEN

V

V V



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The input capacitor should be capable of handling the RMS current. Although the input capacitor is not as critical in 
a boost application, low values can cause impedance interactions. Therefore, a good quality capacitor should be 
chosen in the range of 10 µF to 40 µF. If a value lower than 10 µF is used, then problems with impedance 
interactions or switching noise can affect the SCT81624. To improve performance, especially with Vin below 8 volts, 
it is recommended to use a 2.2 Ohm resistor at the input to provide an RC filter. The resistor is placed in series with 
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APPLICATION INFORMATION 

Typical Application(Sepic) 
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Figure 27. Application Schematic, 5V to 50V, 2A Sepic Regulator at 400kHz  

Design Parameters 

Design Parameters Example Value 

Input Voltage 24V Normal 5V to 50V 

Output Voltage 12V 

Maximum Output Current 2A 

Switching Frequency 400 KHz 

Output voltage ripple (peak to peak) 75mV (Load=2A) 
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Inductor Selection (Sepic) 

A good rule for determining the inductance to use is to allow the inductor peak-to-peak ripple current to be 
approximately 20% to 40% of the maximum input current at the minimum input voltage. The current ripple flowing 
in inductors L1 and L2 is given by: 

1

_

40% = 40% O
L IN O

IN MIN

V
I I I

V
       

 

(27) 

  
 

(28) 

Normally we can select equal value for the inductors L1 and L2, derived as: 

_

1 2 = 
IN MIN

MAX

L SW

V
L L L D

I f
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 
 

 

 

(29) 

Where 
 fSW is the switching frequency. 

Note that the saturation current of inductors should be greater than peak current flowing in inductors, given by: 

1_

_

40% 
 (1 )

2 2
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L PEAK IN O
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I I I
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Output Diode Selection 

The diode at the output side must withstand the reverse voltage when the MOSFET is turned-on. The peak reverse 
voltage is given by: 

_ _ _D PEAK IN MAX O MAXV V V    
 

(37) 

The diode should also be capable to flow switch peak current IQ_PEAK. 

The power dissipation of the diode is equal to the forward voltage drop multiplies output current. Schottky diodes 
are recommended here to minimize the power loss. 

Coupling Capacitor Selection 

For ceramic capacitors with low-ESR, the peak to peak voltage ripple on coupling capacitor is estimated by: 

O MAX
CS

S SW

I D
V

C f


 


  

 

(38) 

The maximum voltage across the coupling capacitor is maximum input voltage. The voltage rating of the coupling 
capacitor must be greater than it.  

The RMS current of coupling capacitor is given by: 

_

_

O D
CS RMS O

IN MIN

V V
I I

V


 

 

 

(39) 

There is a large RMS current through coupling capacitor relative to output power. Ensure the coupling capacitor 
can withstand it with good heat generation to have proper thermal performance. 

Input Capacitor Selection 

The SEPIC has an inductor at input side thus the input current is continuous and triangular. The RMS current flowing 
through the input capacitor is given by: 

1
_

12

L
IN RMS

I
I


   

 

(40) 

Since input current ripple is relative low, the capacitance would be not too critical. While 100μF in total or higher 

value is strongly recommended in order to provide stable input supply. 

Output Capacitor Selection 

Similar to boost converter, the SEPIC output capacitor suffers large current ripple. The capacitance must be 
enough to provide the load current. The maximum voltage ripple in the output capacitor is: 

 1_ 2_
O MAX

OUT L PEAK L PEAK

OUT SW

I D
V ESR I I

C f


    


  

 

(41) 

Assuming ceramic capacitors are used here and ESR can be ignored, the output capacitor is given by: 

O MAX
OUT

OUT SW

I D
C

V f



 

  

 

(42) 

The output capacitor must have an enough RMS current rating to handle the maximum RMS current in the output 
capacitor, calculated by: 

_
1

MAX
COUT RMS O

MAX

D
I I

D
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
 

 

 

(43) 
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Figure 28. Output Voltage Ripple 
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Application Waveforms 
Vin=5V, Vout=12V, unless otherwise noted 

 

 
Figure 29. Power up(Iload=2A) 

 
Figure 30. Power down(Iload=2A) 

 
Figure 31. Shutdown entry  

  
Figure 32. Shutdown remove 

 

 
Figure 33. LoadTrans (Iload=0.5A-1.5A) 

 

Figure 34. steady-state (Iload=2A) 



SCT81624  

 

 

24    For more information www.silicontent.com  © 2023 Silicon Content Technology Co., Ltd.     All Rights Reserved 

Product Folder Links: SCT81624   



 SCT81624 
 

For more information www.silicontent.com   © 2023 Silicon Content Technology Co., Ltd.   All Rights Reserved             25 

Product Folder Links: SCT81624 

PACKAGE INFORMATION 
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TAPE AND REEL INFORMATION 


