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3.8V-30V Vin, 3A, High Efficiency Synchronous Step-down DCDC Converter  

FEATURES 
• Wide Input Range: 3.8V-30V   

• Up to 3A Continuous Output Current 

• 0.8V Feedback Reference Voltage 

• Integrated 90mΩ High-Side MOSFET and 36mΩ 
Low-Side MOSFET 

• Ultra Low Quiescent Current: 10uA 

• Shutdown Current: 1uA 

• Peak current mode control 

• Pulse Skipping Mode (PSM) in light load 

• 80ns Minimum On-time 

• Programmable Soft-start Time  

• Random Spread Spectrum option for reduced EMI  

• Adjustable Frequency: 200kHz~2.2MHz 

• Support start-up with pre-biased output  

• Precision Enable Threshold for Programmable 
Input Voltage Under-Voltage Lock Out Protection 
(UVLO) Threshold and Hysteresis 

• Low Dropout and Minimum On Time Function  

• 
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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 1.0: Release to production.  

DEVICE ORDER INFORMATION  
ORDERABLE 

DEVICE  
PACKAGING 

TYPE  

STANDARD 
PACK QTY 

PACKAGE 
MARKING 

PINS 
PACKAGE 

DESCRIPTION 
MSL 

SCT2333TTAR Tape & Reel 5000 2333 8 FCSOT583 1 

ABSOLUTE MAXIMUM RATINGS 
Over operating free-air temperature unless otherwise noted (1) 

PIN CONFIGURATION 
 

DESCRIPTION MIN MAX UNIT 
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Figure 1
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted. 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 

2333
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ELECTRICAL CHARACTERISTICS 
VIN=12V, TJ=-40°C~125°C, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Supply 

VIN Operating input voltage  3.8  30 V 
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

VOVP 
Feedback overvoltage with respect to VFB/VREF rising 110 115 120 % 

reference voltage VFB/VREF falling 108 113 118 % 

VBOOTUV BOOT-SW UVLO threshold  BOOT-SW falling 2.3 2.5 2.85 V 

TSD
* Thermal shutdown threshold  

TJ rising  165  °C 

Hysteresis  30  °C 

*Derived from bench characterization or design function. 
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TYPICAL CHARACTERISTICS  

 
Figure 2. Efficiency, FSW=500kHz, VOUT=5V Figure 3. Efficiency, FSW=500kHz, VOUT=3.3V 

  

Figure 4. Load Regulation (VIN=12V, VOUT=5V) 

  

Figure 5. Line Regulation (VOUT=5V, ILOAD=2A)
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FUNCTIONAL BLOCK DIAGRAM 
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Figure 8. Functional Block Diagram 
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During soft start, hiccup is disabled. These actions together provide start-up with limited inrush currents and allow 
the use of larger output capacitors and higher loading conditions that cause current to border on current limit during 
start-up without triggering hiccup. Hiccup is enabled once output reaches regulation or time exceeds tSS, whichever 
happens first. 

When the output voltage drops below the set value, the soft start voltage will track the decrease in output voltage 
in a certain proportion. This situation may occur under the following conditions: 

• When the input voltage is too low to maintain the set output voltage.  

• When overcurrent occurs causing a decrease in output voltage.  

When the above conditions are removed, the output voltage will still increase under soft start. But it should be noted 
that if the output voltage drops below 65% due to overcurrent, hiccup will be triggered. 

Switching Frequency 

The switching frequency of the SCT2333 is set by placing a resistor between RT pin and the ground. 

In resistor setting frequency mode, a resistor placed between RT pin to the ground sets the switching frequency 
over a wide range from 200kHz to 2.2MHz. When RT is floating, the frequency is 500kHz, and when RT is connected 
to the ground, the frequency is 1.15MHz. Use Equation 5 or the 
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R1 and R2 in typical application schematic. 
Recommended R2 resistance is 10.2kΩ. Use Equation 6 
to calculate R1. 

 

𝑅1 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅2 (6) 

where: 

• VREF is the feedback reference voltage, typical 
0.8V. 

 

Table 1. R1, R2 Value for Common Output Voltage 

(Room Temperature) 

VOUT R1 R2 

3.3 V 31.6 KΩ 10.2 kΩ 

5 V 53.6 KΩ 10.2 kΩ 

12 V 143 KΩ 10.2 kΩ 
 

Switching Frequency 

Higher switching frequencies support smaller profiles of output inductors and output capacitors, resulting in lower 
voltage and current ripples. However, the higher switching frequency causes extra switching loss, which 
downgrades converter’s overall power efficiency and thermal performance. In this design, a moderate switching 
frequency of 500kHz is selected to achieve both small solution size and high efficiency operation. 
 

Inductor Selection 

There are several factors should be considered in selecting inductor such as inductance, saturation current, the 
RMS current and DC resistance (DCR). Larger inductance results in less 
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The total current flowing through the inductor is the inductor ripple current plus the output current. When selecting 
an inductor, choose its rated current especially the saturation current larger than its peak operation current and 
RMS current also not be exceeded. Therefore, the peak switching current of inductor, ILPEAK and ILRMS can be 
calculated as in Equation 9 and Equation 10. 

𝐼𝐿𝑃𝐸𝐴𝐾 = 𝐼𝑂𝑈𝑇 +
𝐼

 (9) 

𝐼 = √(𝐼 )2 +
1

1ꍴ
∗ (𝐼 )2 

(10) 

 
Where: 

• I  is the inductor peak current. 

OUT

• ILPP

 )I I−
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Application Waveforms 

 

 
Figure 18. Load Transient (0.3A~2.7A, 1.6A/us) 

 

 
Figure 19. Load Transient (0.7A~2.3A, 1.6A/us) 

 
Figure 20. Output Ripple (I
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Layout Guideline 
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PACKAGE INFORMATION 
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TAPE AND REEL INFORMATION 
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